RUBBER SUSPENSION BRAKED AXLE BASIC
1,050 kg; 112x5

EN

TECHNOLOGY

Model: BASIC Wheel brake: 2051 Wheel connection: 112x5

Axle type: CB1050 Suspension: Square rubber suspension Wheel bearing: ~ Compact bearings
Axle load: EA 1,050 kg Swing arm; 160 mm Centre hole rim: ~ min. 57 mm

TA 2,100 kg

Freey) AAA = AL-KO Automatic Adjustment
@ (automatic adjustment of the brake pads)

SAP: ACHSE KPL CB1050 EA 2051A

Single axle Tandem front axle Rear axle

Axle complete Axle complete Axle complete

Wheel bolts Wheel bolts Wheel holts

Ball M 12x1.5 Ball M 12x1.5 Ball M 12x1.5 B
OHF (B) | BC (A) ey Ay oy
inmm | inmm | without AAA | with AAA | without AAA | with AAA | without ARA| with AAA
1,250 800 4023369 4023381 4023393 4023405 4023417 4023429 50.4 - 25 10
1,350 900 4023370 4023382 4023394 4023406 4023418 4023430 51.3 - 25 10
1,450 1,000 4023371 4023383 4023395 4023407 4023419 4023431 52.2 - 25 10
1,550 1,100 4023372 4023384 4023396 4023408 4023420 4023432 53.1 - 25 10
1,650 1,200 4023373 4023385 4023397 4023409 4023421 4023433 54.0 - 25 10
1,750 1,300 4023374 4023386 4023398 4023410 4023422 4023434 54.9 - 25 10
1,850 1,400 4023375 4023387 4023399 4023411 4023423 4023435 55.8 - 25 10
1,950 1,500 4023376 4023388 4023400 4023412 4023424 4023436 56.7 - 25 10
2,050 1,600 4023377 4023389 4023401 4023413 4023425 4023437 57.6 - 25 10
2,150 1,700 4023378 4023390 4023402 4023414 4023426 4023438 58.5 - 25 10
2,250 1,800 4023379 4023391 4023403 4023415 4023427 4023439 59.4 - 25 10
2,350 1,900 4023380 4023392 4023404 4023416 4023428 4023440 60.3 - 25 10




SCOPE OF SUPPLY

I Single axle adapter bracket welded on

| Welded-on shock absorber brackets

I Compensation profile for single axle
supplied

| Bowden cables loose

| Wheel bolts loose

Separate order for tandem
| Tandem adapter bracket, bolt-on 249 236
| Tandem compensation 238 576
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Accessories for tandem

Tandem adapter bracket, bolt-on
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Tandem compensation

SURFACE TREATMENT

I Axle profile hot-dip galvanised

| Wheel brake galvanised

| Axle link cataphoretically coated
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