BRAKED AXLES, SQUARE

(SWING RUBBER SUSPENSION AXLES)
Axle load 2,100 kg, wheel brake S 3006-7 RASK

" . .
& S & Dimensions [mm]
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4013994 46.37.373.100 1500 1000 1104 1668 101.0
4013995 46.37.373.101 1600 1100 1204 1768 103.0
4013996 46.37.373.102 1700 1200 1304 1868 105.0
4019787 46.37.373.103 1800 1300 1404 1968 107.0
4013997 46.37.373.104 1900 1400 1504 2068 109.0
4013998 46.37.373.105 2000 1500 1604 2168 111.0
4020116 46.37.373.106 2100 1600 1704 2268 113.0
4013999 46.37.373.107 2200 1700 1804 2368 115.0
4014000 46.37.373.108 2300 1800 1904 2468 117.0

Mounting part kit for single-axle brake rod, see Accessories

Shock absorbers, see Accessories
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DETAILS

| Speed up to 140 km/h

| Drawbar connection: Clamping shells
see Accessories

| Wheel connections: 5x140 on demand

| Special axle mounts and drawbar
connections on demand

| Axle body fully hop-dip galvanised:
Permanent surface protection

I Independent wheel suspension: Op-
timum compensation of uneven road
surfaces

| Maintenance-free suspension: Lower
maintenance costs

| Sturdy axle construction: Suitable for
extreme loads such as off-road or
construction sites

2 GA shock position

1 GA nominal load position
Zero load position
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| Sturdy, maintenance-free spread-
lever brakes with auto-reverse:
Simple adjustment of the brake from
outside the wheel, subsequent con-
nection of the brake cables possible
without removal of the brake drum

I Incl. shock absorber bracket

| Taper roller bearing

Axle centre
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