BRAKED AXLES WITH STEEL SUSPENSION

(RONDO TORSION BAR AXLES)

Axle load 3,500 kg, wheel brake 3081
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4021499 - 1520 1000 1090 1718 200.0
4021500 = 1620 1100 1190 1818 202.2
4021501 = 1720 1200 1290 1918 204.4
4021502 = 1820 1300 1390 2018 206.6
4021503 = 1920 1400 1490 2118 208.8
4021504 = 2020 1500 1590 2218 211.0
4021505 = 2120 1600 1690 2318 213.2
4021506 = 2220 1700 1790 2418 2154
4021507 = 2320 1800 1890 2518 217.6

Mounting part kit for single-axle brake rod, see Accessories
Shock absorbers, see Accessories
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DETAILS

| Speed up to 140 km/h | Axle body fully hop-dip galvanised: | Sturdy, maintenance-free spread-
| Drawbar connection: Clamping shells Permanent surface protection lever brakes with auto-reverse:

see Accessories I Independent wheel suspension: Op- Simple adjustment of the brake from
| Special wheel connections: On demand timum compensation of uneven road outside the wheel, subsequent con-
| Special axle mounts and drawbar surfaces nection of the brake cables possible

connections on demand | Maintenance-free suspension: Lower without removal of the brake drum

maintenance costs I Incl. shock absorber bracket
| Sturdy axle construction: Suitable for | Taper roller bearing

extreme loads such as off-road or
construction sites
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