LOWERING AXLES DOWN TO 190 MM
Single axle trailer 3,500 kg

TECHNOLOGY SCOPE OF DELIVERY SURFACE TREATMENT

Model: Standard - Included in the scope of delivery: I Hot-dip galvanised axle profile
Torsion bar suspension I Hydraulic cylinder with mounting components | Wheel brake black-primed

Axle type: BT 3500 | Adapter bracket single axle loose

Axle load SA: 3,500 kg | Recovery device

Wheel brake: 30818 I Compensation profile

Wheel connection: 205x6 | Hexagon nut M10

Wheel bolts: M18x1.5 ball | Ball nut M10

| Bowden cables loose
| Wheel nuts loose

SAP: ACHSE ST BRA GRM EA3500

Part Type Axle load BC OHF Cylinder spacing

no. kg mm mm mm IE I;‘ c
1222 258 BRA 3500 3,500 1,100 1,640 891 214 10 20
200 556 57 BRA 3500 3,500 1,200 1,740 991 215 10 20
200 556 58 BRA 3500 3,500 1,300 1,840 1,091 216 10 20
200 556 59 BRA 3500 3,500 1,400 1,940 1,191 217 10 20
200 556 60 BRA 3500 3,500 1,500 2,040 1,291 218 10 20
200 556 61 BRA 3500 3,500 1,600 2,140 1,391 219 10 20
200 556 62 BRA 3500 3,500 1,700 2,240 1,491 220 10 20
200 556 63 BRA 3500 3,500 1,800 2,340 1,591 221 10 20
200 556 64 BRA 3500 3,500 1,900 2,440 1,691 222 10 20
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Only comply with this note if the body width and frame form a
perpendicular plane!

If the body is mounted over the wheels, the maximum
dimension of 40 mm for the frame must be adhered to!

— Dimension greater than 40 mm on request from AL-KO
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With tyres R stat. 353
IApprox. 200 Min. approx. 250

Approx. 450 at 1x GA

Permitted tyre size min. R stat. 300 mm
The tyre radius must not be less than

R stat. 300 mm!

Configure wheel arches according to

the tyre size! (Note articulation)

Lowering travel approx. 200 mm



